
Technical Specification of Cristobalite
Comprehensive Physical & Chemical Performance Standards

Thickness: 20 mm

S.N TEST SPECIFICATION STANDARD OF TEST MEASUREMENT
CRISTOBALITE

VALUE

1 Water Absorption EN 14617-1 % <0.1

2
Thermal Expansion Linear
Coefficient

EN 14617-11 10⁻⁶ / °C <3.0

3 Surface Hardness EN 101 Moh's 6 to 7

4 Density EN 14617-1 gm/cc >2.30

5 Compressive Strength EN 14617-15 MPa 170 to 250

6 Flexural Strength / Module EN 14617-2 MPa 27 to 60

7 Glossiness Reflection % >55

8 Chemical Resistance (Acid) EN 14617-10 Class C1, C4

9 Resistance to Fire DIN 4102 — b1

10 Shock Resistance ASTM C848 — No Scaling

11 Slippage Resistance DIN 51130 Joule
Lavigate 320 = R9
Honed 320 = R9
Geschlifften = R9

12 Resistance to De-icing Salt ASTM C672 — 120 - 180

13 Resistance to Freezing & Thawing
ASTM C666 / DIN
52104

—
Lavigate 320 = R9
Honed 320 = R9
Geschlifften = R9

14 Impact Resistance ASTM C1709 — 5 ±2

15 Abrasion Resistance EN 14617-4 mm 172 - 25

Note: All values are measured under standard laboratory conditions according to specified European (EN), American (ASTM), and

German (DIN) testing protocols. Specifications apply to standard 20mm slab productions.
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